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NETWORK MANAGEMENT SYSTEM AND METHOD 
BACKGROUND OF THE INVENTION 



1. Field of the Invention 

The present invention relates to a network management system, and more 
particularly to a network management system and method of a Telecommunication 
Management Network. 

2. Background of the Related Art 

Due to a rapid development of the information and communication technology, 
the current trend for businesses is to connect and freely share data with other 
communication networks. However, even for businesses established in the same region, 
the network management platforms vary in both organization and communication 
method depending upon the company and standards established. Therefore, a global 
network management system that can effectively and cooperatively manage the different 
communication networks is required. 

One such network management system is a Telecommunication Management 
Network (TMN) recommended by the ITU-T(CCITT). The TMN type network 
management system allows a unified management of all types of communication 
networks by providing a standardized interface for exchanging management information 



between communication devices in networks of various operation systems. More 
specifically, the TMN system utilizes an object-oriented information modeling technique 
and manager/agent concepts which underlying the Open System Interconnection (OS!) 
system management. 

In the OSI system management, a system manager and an agent model are utilized 
such that the agent can manage objects. A managed object (MO) is generally an OSI 
abstract view of a logical or physical system resource to be managed. A MO class defines 
attributes of an object and a particular set of attribute is a MO instance. The MO 
instances have many relationships, of which the containment relationship is the primary 
relationship. Accordingly, the agent maintains a containment tree to express the 
containment relationships of the MO class instances. 

Thus, the containment tree is a starting point of the agent's management operation 
as well as the core of MO management. The agent executes scoping of a priority 
containment tree in response to a management request from the manager. The scoping 
performed by the agent entails selecting scopes of the MO instances to be managed and 
carrying out the necessary management operation on the selected MO instance. The 
agent may also perform filtering by which a determination is made whether the 
management operations should be performed on the scoped MO. 

In the TMN managed system, all MO instances are administered in a Management 
Information Tree (MIT) based on the containment relationship. The containment 



relationship allows one MO instance to contain one or more other MO instances, and a 
containing MO instance can be contained in other MO instances. Each MO instance can 
be identified with a unique name based on the containment relationship. A management 
operation can be requested on one or more MO instances by a managing system 
specifying the scope and filter parameters in the management operation primitives. 

The network management applications that administer the network resources are 
developed based upon a network management platform. In general, network 
management platforms provide both run-time and development environments. The run- 
time environment is represented by common management services, which reflect the 
overall operability of a management platform. On the other hand, the development 
environment provides the portability for management applications and allows the 
integration of these applications into the platform services. The performance of a 
network management system relies upon the performance of the network management 
platform used. 

During the process of performing management operations in a managed system, 
all executed codes are provided by a network management platform with the exception 
of user codes. The user codes can be added to satisfy a management system developer's 
requirements, e.g. interactions with real resource. In the TMN based network 
management system, management states and resources of network elements are modeled 
into MOs according to the Guidelines for the Definition of Managed Object (GDMO), 



and the management operation is requested from the manager based on Common 
Management Information Protocol (CMIP). 

A MO code is generated when a GDMO file described by a user is processed 
through a GDMO compiler. Thereafter, the user adds a further code to the MO code. 
The MO code and a predetermined management operation code together with the 
network system are compiled to generate an executable network management system 
program. When the program is executed, the network management system enters a 
standby mode until a management command is received from the manager. 

If a management command, such as "create,' 'get,' 'cancel-get,' 'delete,' is received, 
the network management system executes a management operation on the designated 
MO. For example, if a management command is 'create,' the network management 
system executes a MO generating routine to create a new MO. For other management 
commands, the network management system executes a management operation on a MO 
selected from the containment tree. Upon completion of the management operation, the 
network management system returns the result to the manager and re-enters a standby 
mode. 

When an operation of the network management system is not required, the 
execution of the network management system is also stopped. However, even when an 
element of the network management system needs to be modified, the execution of the 
network management system is also stopped. Namely, the network management system 



cannot dynamically manage the MO class. Accordingly, when a new MO class needs to 
be added or a MO class already in the network management system is to be modified, the 
MO class must be compiled in advance in the network management system prior to the 
execution of the management system. Therefore, to add a new MO class or to modify a 
MO class in the network management system, the on-going network management system 
must be stopped before a MO can be added or modified, and re-executed after the addition 
or modification. 

As described above, the related art network management system has various 
disadvantages. To add a new MO class or to modify a MO class in the network 
management system, the on-going network management system must be stopped before 
a MO can be added or modified, and re-executed after the addition or modification. 
However, the process of stopping in the middle of operation and re-execution may take 
hours or even days depending upon the addition or modification. As numerous users 
utilize a network management system, stopping the network management system for even 
a short period of time is a fatal defect or a significant disadvantage to the network 
management system and users, and thereby the communication service. 

To alleviate the impact, the network management system is stopped to add or 
modify a MO class when it is determined that there are relatively few users in the 
network system. Nevertheless, the network management system is still static and cannot 
dynamically support additions of new MOs or modification of MOs already in the 



network management system during the middle of the network management system 
operation. 

The above references are incorporated by reference herein where appropriate for 
appropriate teachings of additional or alternative details, features and/or technical 
background. 

SUMMARY OF THE INVENTION 

An object of the present invention is to provide a network management system 
that obviates at least one of the problems caused by disadvantages of the related art. 

Another object of the present invention is to provide a network management 
system and method that allows dynamic loading of a new MO class on a network 
management system. 

Another object of the present invention is to provide a network management 
system and method that allows dynamic loading of a new MO class on a network 
management system in the middle of the network management system operation. 

To achieve at least the above objects in a whole or in parts and in accordance with 
the purposes of the invention, as embodied and broadly described herein, the network 
management system includes a management system kernel (MSK) providing a managing 
systems with run-time environment; and a managed object generation environment 
(MOGE) loading at least one class. The present invention includes running the MSK, 



loading a MO dynamic library from the MOGE utilizing a dynamic class loading routine 
stored in the MSK, and executing the MO dynamic library. In particular, the MO 
dynamic library is loaded to the MSK during operation, i.e. while the MSK is running. 

Additional advantages, objects, and features of the invention will be set forth in 
part in the description which follows and in part will become apparent to those having 
ordinary skill in the art upon examination of the following or may be learned from 
practice of the invention. The objects and advantages of the invention may be realized 
and attained as particularly pointed out in the appended claims. 

TVRTF.F DESCRIPTION OF THE DRAWINGS 

The invention will be described in detail with reference to the following drawings 
in which like reference numerals refer to like elements wherein: 

FIG. 1 is a block diagram of a network management system in accordance with a 
preferred embodiment of the present invention; 

FIG. 2 is a flow chart showing a preferred embodiment of a class dynamic loading 
procedure in a network management system in accordance with the present invention; 
and 

FIG. 3 is a flow chart showing a procedure for dynamic class loading shown in 
FIG. 2. 
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DETAILED DESCRIPTION OF PREFERRED EM BODIMENTS 

In general, a management system has two major functions: a platform core 
functionality and an application dependant functionality. In a platform according to 
preferred embodiments of the present invention, the platform core functionality is 
5 implemented in a Management System Kernel (MSK) and the application dependent 
functionality is implemented based on a Managed Object Generation Environment 
(MOGE). The management applications developed based on the same management 
platform are provided with the same platform core functionality, but the application 
^ dependent functionality varies in different management applications according to the 
lQe definition and the behavior of MO classes defined by the developer. 
[0 In the management platforms of the related art, the platform core functionality and 

J* the application dependent functionality must be compiled together before running the 
i management application, as discussed above. However, according to the preferred 
% embodiments of the present invention, a dynamic class loading mechanism is used. The 
15 dynamic class loading mechanism is preferably implemented based on a shared library. 
By use of the dynamic class loading mechanism, the application dependent functionality 
is completely separated from the platform core s functionality. A shared library in 
accordance with the present invention can be similar to a shared library in a Unix system. 
The platform core functionality is preferably compiled into a separate executable module, 
20 which runs alone as a process when a management application starts. The application 



dependent functionality, i.e., MO classes defined by a developer, is preferably compiled 
into the shared libraries. The shared libraries and a external meta file (EMM) are loaded 
together into the management application in run time without shutting down the 
management application. 

When an instance of an MO class is required to be created by a CMIP request or 
a local requirement according to the preferred embodiments, the MSK first checks 
whether the MO class exists in the management system kernel If the MO class does not 
exist, the MSK will read a special file to check whether the shared library of the required 
MO class exists. If the MO class can be found, the class will be loaded, otherwise "no such 
class" error returns. 

FIG. 1 is a block diagram showing a first preferred embodiment of a network 
management system (NMS) in accordance with the present invention including a MSK 
10 providing management systems with a run-time environment, and a MOGE 20 
providing a development environment for management applications. As shown in FIG. 
1, the MSK 10 includes a communication module 12, a kernel 14 with a dynamic class 
loading (DCL) routine 141, a containment tree 16, and a management object framework 
(MOF) 18. The MOGE 20 includes a GDMO compiler 22 and a dynamic library 24 and 
preferably an EMM file. 

The communication module 12 communicates with a network manager and 
provides management applications with communications services. The kernel 14 



preferably runs in the form of a thread and is responsible for initializing a managed 
system, establishing an association with other management systems, performing 
management operations and updating new MO information without recompiling or 
restarting the managed system. The kernel 14 can create a dedicated agent in the form of 
a thread to provide a specified management system with management services. The full 
set of MO instances available across a management interface is organized into a tree 
structure in the containment tree 16. When an operation is performed in a managed 
system, all MO instances are accessed through the containment tree 16. The MOF 18 
maintains the information on all MO classes. Thus, the MO class information is 
preferably completely separated from the MO instance implementation. 

Utilizing the GDMO compiler 22, the class information is generated from GDMO 
scripts and stored in specific files called External Meta file (EMM) 26. The EMM 26 is a 
special set of files including several files where each file contains information of MO class 
elements. When the GDMO compiler 22 compiles a GDMO script defined by a 
developer, the EMM 26 files are generated with MO class codes. According to the first 
preferred embodiment of the NMS, the EMM 26 includes two parts: one part reflects the 
MO class definition described in a GDMO script, and the other part identifies the 
location and the name of dynamic libraries of MO classes. 

Accordingly, the GDMO compiler 22 is a critical component of the management 
platform. The output of GDMO compiler 22 includes MO class codes, preferably in 
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C + + , and the EMM 26. The MO class codes are compiled into the dynamic library 24 
preferably in a form of a dynamic link library by using an appropriate compiler, and the 
EMM 26 is used to initialize and update the MOF when the MO classes are added into a 
network management system. Namely, after a managed system starts, if a newly-made 
MO class or an existing MO class is to be updated to an operating managed system, the 
kernel 14 generates or updates the MOF 18 based on the EMM 26. Thus, the EMM 26 
is used to construct the MOF when initiating a managed system or performing the 
dynamic class loading. This enables management system developers to manipulate MO 
class information easily and efficiently. 

FIG. 2 is a flow chart showing a second preferred embodiment of a method of 
operating a network management system according to the present invention. At step S30, 
first the kernel 14 initializes a managed system, and at step S32, the kernel 14 constructs 
a MOF 18 containing information of all MO classes from EMM 26. The kernel 14 then 
creates MO instances at step S34 indicated in persistent device or initial MO files, and 
registers the MO instances in the containment tree 16 according to the MO class 
information in the MOF 18. After the initialization, at step S36 if an association request 
is received from a management system, the kernel 14 establishes an association with the 
management system requesting the association at step S3 8. 

Upon establishing an association with management systems in step S38, the kernel 
14 performs a management operation requested from management applications. In 
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particular, the kernel 14 preferably waits for such management operation requests from 
a management system at step S40. When the management operation request arrives, the 
kernel 14 checks whether the DCL flag is on at step S42. If the DCL flag has not been set 
on at step S42, the kernel 14 performs the requested management operation at step S44. 
Then at step S46, the kernel 14 sends a management operation result to the management 
system that requested the management operation. In addition, the kernel 14 may also 
maintain the association for later management operation requests. 

After sending the management operation result, the kernel 14 returns to step S40 
and waits again for another management operation request. However, the kernel 14 may 
perform management operations on several MOs by creating dedicated agents after storing 
the information about the management system. In such cases, the kernel 14 checks 
whether an additional thread can be created. If an additional thread can be created, the 
kernel 14 creates a dedicated agent to take charge of subsequent management operations 
from the management system. After creation, the dedicated agent thread is executed and 
the kernel 14 delivers the association information to the dedicated agent and the 
information is used in interacting with the management system. Upon delivering the 
association information, the kernel 14 can return to step S40 and wait for additional 
management operation requests. 

To add or modify a MO class, at step S48 a management system invokes the DCL 
function by sending a control signal. When the control signal is received, the kernel 14 
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sets the DCL flag on at step S50. Thus, when the DCL flag is on at step S42, the kernel 
14 waits for all present threads to complete execution at step S52. If dedicated agents were 
created, the kernel 14 would wait for the completion of all dedicated agent threads. At 
step S54, when all threads exit, the kernel 14 re-initializes the managed system utilizing 
the DCL routine. Namely, the dynamic library 24 is preferably loaded on the MOF 18. 
Thereafter, the kernel 14 resets the DCL flag to an off status at step S56 and continues 
flow of the managed system. 

Processes for executing the DCL routine will be further described with reference 
to FIG. 3. First, EMM 26 file stored in the MOGE 20 is opened at step S60 and a class 
information table in the MOF 18 is initialized according to EMM 26 file. At step S62 the 
dynamic library indicated by EMM 26 file is then loaded on the MSK 10. In particular, 
an address of MO class codes in the dynamic library 24 is obtained using the EMM file at 
step S64. The MO class code is then registered on the class information table in the MOF 
18 at step S66. Then, a MO class in the MOF is added or updated using the MO class 
codes from the dynamic library at step S68. If an addition or modification of a MO class 
is not needed, the loaded MO class is preferably utilized without invoking the DCL 
routine. 

As described above, the preferred embodiments of a network management system 
and method of the present invention have various advantages. The preferred 
embodiments allow a dynamic addition or modification of MO information to the 
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network management system without stopping the operation of a running network 
management system. Although a DCL flag is utilized in the above embodiment, any 
other method may be utilized to load the dynamic library on the MOF to add or modify 
MO information to a running network management system. Thus, the preferred 
embodiments of a NMS and method according to the present invention permit 
continuous expansion and improvement of the network management system as well as 
an effective management of the whole network, thereby significantly increasing the 
overall communication service quality. 

The foregoing embodiments are merely exemplary and are not to be construed as 
limiting the present invention. The present teaching can be readily applied to other types 
of apparatuses. The description of the present invention is intended to be illustrative, and 
not to limit the scope of the claims. Many alternatives, modifications, and variations will 
be apparent to those skilled in the art. In the claims, means-plus-function clauses are 
intended to cover the structures described herein as performing the recited function and 
not only structural equivalents but also equivalent structures. 
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WHAT IS CLAIMED IS: 

1. A network management system, comprising: 

a management system kernel that provides management systems with a run- 
time environment; and 

a managed object generation environment that provides a development 
environment for managing applications, wherein the management system kernel can at 
least one of add and modify managed object (MO) information based upon an external 
meta file (EMM) from the managed object generation environment. 

2. The system of claim 1, wherein the management system kernel comprises: 
a communication module that provides communication with a network 

manager; 

a managed object framework that maintains information on MO classes; 

a kernel that stores a dynamic class loading module and initializes the 
network management system, wherein said kernel establishes an association with other 
management systems through the communication module, performs management 
operations on MOs, adds the MO information in the managed object framework using 
the dynamic class loading module and modifies the MO information in the managed 
object framework using the dynamic class loading module; and 
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a containment tree that organizes MO instances according to the 
information on MO classes and allows access to the MO instances when a management 
operation is performed in the network managed system. 

3. The system of claim 2, wherein managed object framework maintains 
information on MO classes by registering MO class codes on a class information table. 

4. The system of claim 2, wherein the kernel creates at least one dedicated 
agent to perform subsequent management operations from management systems with 
which an association has been established. 

5. The system of claim 1, wherein the managed object generation environment 
comprises: 

a MO compiler that compiles a MO script to generate the EMM file and MO 

class codes; and 

a dynamic library storing the MO class codes. 

6. The system of claim 5, wherein the EMM file includes MO class definition 
described in the MO script, and identifies a location and name in the dynamic library of 
a corresponding MO class. 
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7. The system of claim 5, wherein the MO class codes are compiled and stored 
in the dynamic library in a form of a dynamic link library. 



8. A network management method comprising: 

(a) storing a dynamic class loading routine in a management system 

kernel; 

(b) initializing a managed system by constructing a managed object 
framework of the management system kernel that contains information of managed 
object (MO) classes; 

(c) creating MO instances and registering the MO instances in a 
containment tree of the management system kernel according to the information of MO 
classes; 

(d) checking whether a dynamic class loading flag is on when receiving 
a management operation request from a management system; and 

(e) updating MO information on the management system kernel by, 

waiting for all threads to complete execution, 
loading a dynamic library to the managed object framework 
utilizing the dynamic class loading routine when the dynamic class loading flag is on, and 

resetting the dynamic class loading flag to off. 
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9. The method of claim 8, further comprising: 

(f) performing the requested management operation and sending a 
management operation result to the management system requesting the management 
operation when the dynamic class loading flag is not on. 

10. The method of claim 8, wherein dynamic class loading routine of (e) 
comprises: 

opening a EMM file stored outside the management system kernel; and 
loading the dynamic library indicated by the EMM file. 

11. The method of claim 10, further comprising storing information about the 
management system requesting a management operation. 

12. The method of claim 10, further comprising: 
checking whether an additional thread can be created; 

creating a dedicated agent to take charge of subsequent management 
operations from the management system requesting an association if an additional thread 
can be created; and 



-18- 



executing the dedicated agent thread and delivering association and 
management operation information to the dedicated agent to be utilized in interacting 
with the management system. 

13. The method of claim 8, wherein the dynamic class loading flag is set on 
when the management system requesting a management operation invokes the dynamic 
class loading function to perform one of adding and modifying MO information in the 
management system kernel. 

14. The method of claim 13, wherein the management system requesting the 
management operation invokes the dynamic class loading function by sending a control 
signal. 

15. A network management method, comprising: 

storing a dynamic class loading routine in a management system kernel of 
the managed system; 

updating the management system kernel by modifying managed object (MO) 
information in the management system kernel while the managed system is operating by 
utilizing the dynamic class loading routine. 
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16. The method of claim 15, further comprising: 

generating the MO information to be modified and generating a external 
meta file (EMM) file in a managed object generation environment of the managed system, 
wherein the dynamic class loading routine opens the EMM file to modify the MO 
information in the management system kernel. 

17. The method of claim 16, wherein the MO information to be modified is 
stored in the managed object generation environment in the form of a dynamic link 
library. 

18. A method of claim 17, wherein the EMM indicates an address of a dynamic 
link library corresponding to the MO information to be modified, and wherein the MO 
information is modified in the management system kernel according to said address. 
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ABSTRACT OF THE DISCLOSURE 

A network management system and method is disclosed that can add or modify, 
for example, a managed object, without recompiling or stopping operations of an 
executing network management system. Thus, preferred embodiments of the present 
invention allow a dynamic management of managed objects in a network management 
system. 
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Vasquez, Registration No. 36,647, all of 



The Law Offices of 
FLESHNER & KIM 
P. O. Box 221200 
Chantilly, Virginia 20153-1200 

With full power of substitution and revocation, to prosecute this application and to transact all business in the Patent and 
Trademark Office connected therewith, and all future correspondence should be addressed to them. 

Full name of sole or first inventor: Soo Hyun PARK 

Inventors signature: ^llyuw j?^/ L- * Date: M^j/ %o , ifff 

Residence: Seoul, Korea 

Citizenship: Republic of Korea 

PojsJ Office Address: Woosong APT.,201-304 , 507-1 Panghak-dong, Tobong-gu, Seoul, Korea 

Full; nam of joint inventor(s): 

Inspector's signature: Date: 

Residence: 

Citizenship: 

Post Office Address: 

Full; name of joint inventor(s): 

Inventor's signature: Date: 

Residence: 

Citizenship: 

Post Office Address: 

Full name of joint inventor(s): ; 

Inventor's signature: Date: 

Residence: 

Citizenship: 



Post Office Address: 
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£K*k£t H$&*i 

PEC fcCfcATlON ^ND FO ^ OE ATTORNEY 



As ft y^w ftafli^ Inveacniox, I h«E*by declare tfoat: 

^ resident, post efftce and titixtnfildp as st&t*^ below aeatt to u\y n***t* t 

I b^c I **n origfcial, first and sole inventor (if is fitted belcm} ot an Srst ^ Jc^t to^r (if 
JiS^S Kow) of tfc* ^att^ **** tor v*h\*> * patent Is ****** Orc the ii^«ttio* titled 

ggrWQRlC MAmflgMSMT SYSTEM A *TO MCTHCTO . -— 

the spcdEcation of ivfaich 

attached h««o I J w^ffledw -— i( T J S^r S ^ m '— ** <1Wal 

1 J amended an — < tf app"*"" 5 '^ 

r 

I hereby plate that I have ..evtewed a»4 underotaa* tlw contents of the afcove idttriSfted upwafisadon, tacludtag «« claim*, as 
Amended by any attwndmiatt leferxtd tft abov.-, 

I ac&flffwfcdge ^ d*ay to disclose wfewatipn wMsh Is known to roe to be matte*! to patentability in accordance -with Titte 
S7, Code of ¥«icial K,cguJativ«W) Section 1.5<K*>. 

I b^bf ctafan foreign priority or provisional application benefits under Title 35, ua»*i ***™*ff*> ****** ■»*< '^ I fW *£ 
aSKonfe) fo*pLL o* lL*ntoA ^wificate, or p^siottsl ^Uatio^s) Esttfl^^ten also ^^Scdbctow 
JbEJ^ppIteatlMi fer patent ^ fawwtt«fe certifies, *r prorMoaal application^) h»*ng a filing date facfta* that of the 
^application o*i which priority is claimed: 

* er*is» Application^) or U.S. Provisional Ap£lififition<s).- Priority Claimed 

Ifaribm Country tt* T fM»ntfa/Y**« No 

1 5*3778/1998 Kortft 17/ Ottobcr/I9$8 , — — — 



JC hereby 



Qfcdm the b*^6t under Title 35, United States C*fe, S^l^ISO of any United States ap^«ti««»> listed ^ ^ 
th* subiect matter of each of the claims of this apwlieatio* is rtst disclosed la fl»e priot UiSitfcd States application. in the 

«X*a Ltoaiittaa* defied hi Title 37, Code of Sedwal Kcgulatioft*, Section J.5<K*> winch ccn^fcetamta the Stag date 
the psio* application and the national or PCX mtwimUonsI filing date of tMs applicant 

.i^^HMMHi Fat^Pendlnff. Abat ed 



£ fc^fcy dote tW nil S »t^ made herein of my own knowledge a*= t™« and d«t a^ate^te : on i b*«ni*" 
iSS aL believed to be t«w; and further that tl»*s statemeras suidft with the towwJedse that vilMul _»tatenMis*s a»d 
Sf£iTS£3E«? ^EVS i^p^^t, « both, ^ Sec^ 1001 of TitlolS °f*«I™ Stat^ Code and 
that aa* willfcil false statfitntftts may j^np^^ th* validity of the application c* any patent S«u«l thereon. 
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I h**efey appoint the following attorney^) axid/oy agenda) :Danici TfJ. KL™> Rtfclatnitiora 1ST*, *ocid Mwk X. »le*Xmer 

R^iatxation No, 34,*9tf> drl XL WcsoWnJd, Registration No. 40,372, Jolw C. Ejidtniuwt, SUiKSstotiaw No. 38,128, Rcxw a! 
Va*<juez, Registration No. 36,647, all q£ 

The La^ Offices of 

O, Box 22X200 
Chantitty, VfegbaiA 30153-1200 

With, fall power of substittxtion and txvocatio^ s to prosecute this Appltotioja. and to taunsJiet aJl broixtftPft in the Paumt and 
TralcmaJdk Office connect td tJh^nfcrtvith, &ntl aUs future correspondence shotdd be ad<£rc*c*d thtan. 

gllll nAme of sole or fcrst invent^ AN guushjuo 

RcttUtouss Seoul, Korea 

Citizenship: Republic of Xcorea y 



Po*t Qgftee A ddres s; Molcdpng APT,, 1011-201, Mok-dong, Yanscfron-ffu, Seoul, Korfeft 

gull joaxrte of joint inventor(s): HAN Dongiajq ^ ^ 



IsrantQi's signature: Pate: My 58, 1993 

Aa&ldcctca; Seoul, Korest 



f ~s <^i^g^*i&h£y Republic of Korea. 



Fo*t O^ccMi^cfls^ Shiimae LG r Ssangyong APT,, 1305-1205, Sragbong-dontg, Chungruuig.£tt, 
. Seoul, Korea 



hff ^;.- gi ^^ c; /Lw; /s2aAjdjL^ , Patct jolly 26, 1999 

BrCgjdCTgc: Segal, Koraa 

Citajb&iahip: Republic of Korea ^ 



p f-lwt,Ojfi^ Add gea$i 1, Sgft, ^ am- dojtff, Soa rf rnkpga, Seoul, 

J j[ Full imaie of joint ?n^cntox(^); PASiC Yomx^^tin r ,. 



!? torsntor's si g nature; ^^y^— Date: ftrfy 23, 1999 

&^idcract^S^ Korea 

_ ffitk^aaship; Rf^iblis of Korea 



J^** ffifegf Address: 133-50 i 3gsu Ajnaga-dong, Sotigbuk- £u, S^aul^ Korea 



Shall romc of j oint Juoycyytoxjs): KANO Shinfoyuk 

torotort si gnage: y^^^^J^^ \_ P ate,- Tuly 1999 

Pt**id«i<te: Seoul, Korea. 



Citiggrighrp j; RcytibUc of Korea. 




